120W/K DC Powered Outdoor Cabinet

Heat Exchanger, CE Certified SPRING

Description

Heat exchangers play a vital role in prolonging equipment

lifespans by efficiently transferring heat from the

enclosure's interior to the external atmosphere. They are

especially suited for applications where electronics require

operation at temperatures exceeding ambient air levels,

heat exchangers operate as closed-loop systems. Different

with air conditioner, heat exchangers are compressor-free

resulting in reduced energy consumption and maintenance

requirements.

® CE Certified

® LED Display will show internal air temperature at
normal working, while also show alarming code when
alarming triggered.

General Specification

Material Steel

Surface Treatment Outdoor Type Power Coating
Color RAL7035

Outer Dimensions H990xW412xD200 mm

Net Weight 26 kgs

Technical Parameters

DC Power Supply Range -48VDC (-40 ~ -60VDC)
Heat Exchange Capacity 120W/K

Rated Power Consumption 150w

Rated Current 2.8A

Inner Circulation Airflow Rate 700m3/h

Display LED

Operating Temperature -15°C to +65°C

Max. Noise Level 60dB (A) @1.0m away
Protection Level IP55

1/3
©2024 Ningbo Spring System Integration Co., Ltd., All Rights Reserved.
Because of the continuous improvements on our products, Ningbo Spring System will reserve the right to change the specifications without prior
notice. For more information, please visit us at www.nbspringsys.com.



120W/K DC Powered Outdoor Cabinet

Heat Exchanger, CE Certified SPRING

LED Display

Status bar : with indicator light
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No. symbol Definition
1 T/ 3= T/R= port for RS485 communicetion
- g
2 /2~ T/R Port.for RS48%
connupication
3 NC Normally Closed port for alarming signal output
4 COM Comnon Port for Alarming signal output
- NoTm&..y 0pen DOTT TOT G.GTNINg S1gn6.
* No output
6 tarel Tan . - L
CONTROL Control sigral input : on / off dry switeh
7 type
8 / /
9 RTN Pole : DC - positive
10 -43Y Pole : DC - negative
11 L Pole : AC -1
(Uption per order)
12 N Pole: AC - N

Ordering Information
Part No. Description
HCZA-120-000-030 120W/K DC Powered Outdoor Cabinet Heat Exchanger, CE Certified
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Name Coding

HCZA-120-000-030

e 030: Product ID

000: No hester;
120: Heat Exchange capacity 120V / K
A: Air Cooling
Z: DC Power Supply
C: Cabinet Application
H: Heat Exchanger
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